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(57) Abstract: The invention concerns a fluid product dispensing head designed to be mounted on a fluid product dispensing mem- 
ber, said head comprising: a body (1) defining a dispensing channel (13) having a substantially axial inlet (131), open downwards 

and designed to be connected to the dispensing member, and a lateral outlet (132) emerging onto an outer peripheral surface (15) of 

the body; and an outer ring (2) defining a dispensing orifice (23), the body being mounted in the ring such that the lateral outlet (132) 
fsj of the channel (13) communicates with the dispensing orifice (23). The invention is characterized in that the ring (2) comprises stop 

means (26, 27), the body defining a support surface (17) in abutting contact with the stop means, the body being insertible from the 
W top into the ring. 
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(57) Abrege : Tete de distribution de produit fluide destinee a etre montee sur un organe de distribution de produit fluide, ladite 
tete comprenant : un corps (1) dgfinissant un canal de distribution (13) presentant une entree sensiblement axiale (131), ouverte vers 
le bas et destined a etre connects a Torgane de distribution, et une sortie lat^rale (132) d^bouchant sur une surface penpherique 
externe (15) du corps, et une couronne externe (2) deTinissant un orifice de distribution (23), le corps 6tant monte" dans la couronne 
de sorte que la sortie lat^rale (132) du canal (13) communique avec T orifice de distribution (23), caractensee en ce que la couronne 
(2) comprend des moyens de butee (26, 27), le corps d^finissant une surface d'appui (17) en contact de butee avec les moyens de 
butee, le corps 6tant insurable par le haut dans la couronne. 



